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Product Range Southern Africa 2019/20
TRACK DOZERS

D39EX-22
FH 79 kW (105 HP)
WT 9.04 tonnes

D51EX-22
FH 97 kW (130 HP)
WT 12.6 tonnes

D85EX-15R
FH 197 kW (264 HP)
WT 28 tonnes

D155AX-6
FH 264 kW (354 HP)
WT 39.5 tonnes

D61EX-23MO
FH 125 kW (168 HP)
WT 19.6 tonnes   

D275AX-5E0
FH 335 kW (449 HP)
WT 51.5 tonnes

D375A-6
FH 455 kW (610 HP)
WT 71.6 tonnes

D475A-5E0
FH 664 kW (890 HP) 
WT 108.4 tonnes

HYDRAULIC EXCAVATORS
CAP = STANDARD bUCKET CAPACITY (SAE HEAPED)

PC55MR-3
WT 5160 kg
CAP 0.055 m3 - 0.16 m3

PC70-8
WT 6590 kg
CAP 0.3 m3 - 0.37 m3

PC88MR-8
WT 8225 kg
CAP 0.09 m3 - 0.34 m3

PC130-8
WT 12.38 tonnes
CAP 0.18 m3 - 0.60 m3

PC138US-8
WT 13.85 tonnes
CAP 0.18 m3 - 0.6 m3

PC210-10M0
WT 22.30 tonnes
CAP 0.80 m3 - 1.2 m3

PC220-8
WT 22.9 tonnes
CAP 0.72 m3 - 1.26 m3

PC270-8
WT 27.1 tonnes
CAP 1.14 m3 - 1.26 m3

PC300-8MO
WT 31.1 tonnes
CAP 0.52 m3 - 1.4 m3

PC350LC-8M0 SE
WT 32.6 tonnes
CAP 0.52 m3 - 2.30 m3

PC400-8
WT 41.7 tonnes
CAP 1.3 m3 - 2.2 m3

PC450LC-8
WT 44.3 tonnes
CAP 1.3 m3 - 2.8 m3

PC600-8R1 SE
WT 59.2 tonnes
CAP 2 m3 - 3.5 m3

PC850-8R1
WT 78.6 tonnes
CAP 4 m3 - 4.5 m3

PC1250-8R
WT 106.5 tonnes
CAP 3.4 m3 - 6.7 m3

PC2000-8
WT 200 tonnes
CAP 12.0 m3 - 13.7 m3

PC3000-6 FS
WT 250 tonnes
CAP 15 m3

PC4000-11 FS 
WT 398 tonnes
CAP 22.0 m3

PC5500-6 FS
WT 533 tonnes
CAP 29.0 m3

PC7000-11 FS
WT 676 tonnes
CAP 36.0 m3

WHEEL LOADERS

WA150-5
FH 71 kW (96 HP) 
CAP 1.3 m³ - 1.7 m3

WA200-6
FH 94 kW (126 HP)
CAP 1.7 m³ - 2.4 m3

WA250-6
FH 103 kW (138 HP)
CAP 1.8 m³ - 2.7 m3

WA320-6
FH 125 kW (167 HP)
CAP 2.1 m³ - 3.2 m³

WA380-6
FH 142 kW (191 HP) 
CAP 2.7 m³ - 4.0 m³ 

WA430-6
FH 172 kW (231 HP)
CAP 3.1 m³ - 4.6 m³

WA480-6
FH 223 kW (299 HP) 
CAP 3.8 m³ - 6.1 m³ 

WA500-6R
FH 263 kW (353 HP)
CAP 4.3 m³ - 5.6 m³

WA600-6R
FH 393 kW (527 HP)
CAP 6.4 m³ - 7.0 m³

WA800-3E0
FH 603 kW (808 HP)
CAP 10.0 m³ - 14 m³ 

WA1200-6
FH 1316 kW (1765 HP)
CAP 16.5 m³ - 35 m³
H/L available

RIGID DUMP TRUCKS

HD325-7R
FH 371 kW (498 HP)
MPL 36.5 tonnes (40 ton) 

HD465-7R
FH 533 kW (715 HP)
MPL 55 tonnes (61 ton)

HD785-7 
FH 879 kW (1178 HP)
MPL 91 tonnes (100 ton)

HD1500-8
FH 1103 kW (1479 HP) 
MPL 142 tonnes (156 ton)

730E-8 
FH 1405 kW (1884 HP)
MPL 181 tonnes (200 ton)

830E-AC
FH 1865 kW (2500 HP)
MPL 221 tonnes (244 ton)

860E-1K 
FH 1902 kW (2550 HP)
MPL 254 tonnes (280 ton) 

930E-4
FH 1902 kW (2500 HP)
MPL 292 tonnes (320 ton)

960E-2K
FH 2495 kW (3346 HP)
MPL 327 tonnes (360 ton)

*All products above are not to scale

FH = FLYWHEEL HORSEPOWER

H/L = HIGH LIFTING

FS = FACE SHOVEL

MPL = MAXIMUM PAYLOAD

TOGETHER WE INNOVATE

*Not to scale

D65EX-16
FH 153 kW (205 HP)
WT 19.5 tonnes

*Not to scale

PC700LC-8R SE
WT 65.7 tonnes
CAP 2 m3 - 4 m3 

*Not to scale

*Not to scale

WD600-6
FH 393 kW (527 HP)
WT 48.1 tonnes
BLADE CAP 8.0 m³ - 10.6 m³

WD900-3A
FH 637 kW (853 HP)
WT 100.0 tonnes
BLADE CAP 26.0 m³

*Not to scale

SKID STEER

SK714-5
FH 34.7 kW (47.2 HP) 
WT 2.5 tonnes

*Not to scale

bACKHOE LOADER

Wb93R-5E0
FH 74 kW (99.2 HP)
WT 8.070 tonnes
Powershuttle

*Not to scale

MObILE CRUSHERS

bR580JG-1
FH 257 kW (345 HP)
CAP 130 - 400 tonnes/h
WT 49 tonnes 

bR380JG-1EO
FH 140 kW (187 HP)
CAP 50 - 240 tonnes/h
WT 34 tonnes

*Not to scale

ARTICULATED DUMP TRUCKS

HM300-2R
FH 246 kW (329 HP)
MPL 27.3 tonnes (30 ton)

HM400-3R
FH 334 kW (448 HP)
MPL 40 tonnes (44 ton)

*Not to scale

*Not to scale

PC500LC-10R
WT 49.4 tonnes
CAP 2.5 m3 - 4.0 m3

MOTOR GRADERS
*Not to scale

GD825A-2
FH 209 kW (280 HP)
WT 28.9 tonnes (including ripper)
BLADE LENGTH 4.9 m

GD535-5
FH 108 kW (145 HP)
WT 15.15 tonnes (including ripper)
BLADE LENGTH 3.71 m

GD675-5
FH 163 kW (218 HP)
WT 17.8 tonnes (including ripper)
BLADE LENGTH 4.32 m

GD555-5
FH 144 kW (193 HP)
WT 17.0 tonnes (including ripper)
BLADE LENGTH 3.71 m

VERSION 2 - 2019/20

COOLANTSOILS & LUBRICANTS FILTERSGETPARTS UNDERCARRIAGE

PC8000-6 FS
WT 752 tonnes
CAP 42.0 m3

CAP = STANDARD bUCKET CAPACITY (SAE HEAPED)

980E-4
FH 2495 kW (3346 HP)
MPL 369 tonnes (400 ton)


